
MasterFlow® 190 
Superfine Grout 
 

DESCRIPTION 
MasterFlow® 190 is factory proportioned blend of 
cementitious materials, extenders and stabilizers to 
produce a pumpable slurry. 

USES 
MasterFlow® 190 may be used in most 
applications requiring high pressure intrusion of 
high strength, volumetrically stable void-filling 
materials. 

Typical applications are back-filling of pipes, under 
pinning of concrete slabs, void filling of 
friable/fractured rock, tendon and pressure-jack 
grouting. 

PROPERTIES 
When mixed with 30% water, a fluid, stable and 
pumpable slurry will be produced with the following 
typical physical properties: 

MIXING 
High speed shear mixing equipment is 
recommended to produce a smooth, lump-free 
slurry. 

YIELD 
1525kg of MasterFlow® 190 will yield 1000 liters 
when mixed with 30% water. Contact BASF 
Construction Chemicals SA for further advice or 
technical service. 

PACKAGING 
25 kilogram polylined bags. 

STORAGE 
Keep dry- protect from moisture. Storage as for 
Portland cement. 

SHELF LIFE 
12 months correctly stored. 

NOTE 
Field service, where provided, does not constitute 
supervisory responsibility.  For additional information 
contact your local BASF representative. 

BASF reserves the right to have the true cause of 
any difficulty determined by accepted test methods. 

Flow cone efflux time 
(CRDC 611) 

<25sec 

Retention +30min
Compressive strength 
(70mm cubes) 
1 day 20MPa 
3 days 40MPa 
7 days 55MPa 
28 days 70MPa 
Density ±2000kg/m3



MasterFlow® 190 

STATEMENT OF  
RESPONSIBILITY 

The technical information and application advice given in this BASF publication are based on the present state of 
our best scientific and practical knowledge.  As the information herein is of a general nature, no assumption can be 
made as to a product's suitability for a particular use or application and no warranty as to its accuracy, reliability or 
completeness either expressed or implied is given other than those required by law. The user is responsible for 
checking the suitability of products for their intended use. 

NOTE 
Field service where provided does not constitute supervisory responsibility.  Suggestions made by  
BASF either orally or in writing may be followed, modified or rejected by the owner, engineer or contractor since 
they, and not BASF, are responsible for carrying out procedures appropriate to a specific application. 

BASF Construction Chemicals South Africa (Pty) Ltd  
852 Sixteenth Road, Midrand 
PO Box 2803, Halfway House, 1685 
Tel: +27 11 203 2405 Fax: +27 11 203 2679 
www.master-builders-solutions.basf.co.za 

QUALITY AND CARE 
All products originating from BASF Construction 
Chemicals South Africa are manufactured under a 
management system independently certified to 
conform to the requirements of the quality, 
environmental and occupational health & safety 
standards ISO 9001, 2008. 

* Properties listed are based on laboratory controlled tests.

® = Registered trademark of the BASF-Group in many countries.

http://www.master-builders-solutions.basf.co.za/

